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Description: 
Speedi SCAT is a specially formulated solvent blend for lifting and removing wax, silicones, grease, oil, and other 
potential contaminants from surfaces to be painted.  This product quickly dries for a residue free surface.  Speedi 
SCAT is the ideal pre-paint prep product and can be used on virtually any substrate – metal, fiberglass, plastic, 
painted finishes, etc.

Products:
6321	 Speedi SCAT Wax & Grease Remover, Gallon (3.78 L), 2/case

Surface Prep:
Wash application area before use.

Mix Ratio: 
Ready to use.

See next page for more detailed product application.  See website for this document in other languages.
Vea la página siguiente para un uso más detallado del producto. Vea el Web site para este documento en español.
Voir la prochaine page pour une application plus détaillée de produit. Voir le site Web pour ce document en français.
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SUITABLE SUBSTRATES:  
Metal, fiberglass, plastic, painted finishes, etc.

Surface preparation: 
Apply to surface prior to sanding or grinding to prevent contaminants from being worked into the 
substrate surface.

APPLICATION:
1. Apply to surface prior to sanding or grinding to prevent contaminants from being worked into the substrate surface.
2. Apply directly to surface to be cleaned, and wipe immediately with a clean, dry cloth.
3. Work small areas rubbing briskly
4. Change cloths frequently to prevent spreading of contaminants.
Note: For best results, wipe dry in one direction; do not allow to evaporate on panel.

Technical Data: 
APPEARANCE:	 Clear Liquid

Regulatory:

advantages:			 
• Excellent pre-paint prep			   • Quickly removes contaminants
• Will not harm cured paint			   • Suitable for use on virtually any substrate
• Leaves no residue

COMPETITION:
DuPont Chroma Systems A-3970S			   PPG Specialty SXA33
RM Diamont 901					     Sherwin Williams R7K158
Martin Senour 6384					   
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6321

Individual Component

VOC Actual 6.31#/gal (756 g/l)
VOC Regulatory 6.31#/gal (756 g/l)
Weight % of Volatiles 100%
Weight % of Water 0
Weight % of Exempt Compounds 0
Volume % of Exempt Compounds 0
Density of Material 6.31


