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PRODUCT HIGHLIGHTS

Description: 
Appearance Improver is specially formulated for use in high temperatures and/or on extremely large refinish areas. 
6487 will improve flow out and appearance of all Transtar Clearcoats used in conditions where temperatures exceed 
90°F (32°C) and/or large refinish areas where extended open times are required to allow adequate integration of 
overspray.

proDucts:
6487  Appearance Improver, 8 oz. (237 ml) twin neck, 6/case

Rev 05/12

surface prep:
See topcoat manufacturer’s recommendations.

Mix ratio: 
1 to 2 ounces per sprayable quart.

reDucer:
See topcoat manufacturer’s recommendations.

HVLp/LVLp: 
See topcoat manufacturer’s recommendations.

Dry to sanD tiMes:
See topcoat manufacturer’s recommendations.

sanDing:
See topcoat manufacturer’s recommendations.

See next page for more detailed product application.  See website for this document in other languages.
Vea la página siguiente para un uso más detallado del producto. Vea el Web site para este documento en español.
Voir la prochaine page pour une application plus détaillée de produit. Voir le site Web pour ce document en français.

6487 
appearance improver 
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See website (www-tat-co.com) for this document in other languages.
Vea el Web site (www.tat-co.com) para este documento en español.
Voir le site Web (www.tat-co.com) pour ce document en français.

suitaBLe suBstrates:  
Refer to topcoat manufacturer for suitable substrates.

surface preparation: 
Refer to topcoat manufacturer for surface preparation.

appLication & Mixing:
Mix with Transtar clearcoats 6531, 6571, 6801, 6841, 6861, 7021, 7211, 7211-F, 7311, 7761-MTR, 
9451, 9461, 9511 to enhance the appearance in high temperature applications.  Use 1 to 2 ounces 
per sprayable quart.

tecHnicaL Data: 
APPEARANCE: Clear Liquid 
% SOLIDS: 24.6%
WEIGHT: 10.0#/gal
SHELF LIFE: One year in a sealed container

aDVantages:
• Provides better flowout
• Improves gloss and D.O.I.
• Ideal for hot weather applications
• Convenient measure bottle

   
reguLatory: 

coMpetition:
U-Tech M997

6487 
appearance improver 

Category: Clear Coating
6487

Individual 
Component

VOC Actual 3.16#/gal 
(379 g/l)

VOC Regulatory (less water, less exempt compounds) 3.16#/gal 
(379 g/l)

Weight % of Volatiles 14.43
Weight % of Water 0
Weight % of Exempt Compounds 60.98
Volume % of Exempt Compounds 54.62
Density of Material 9.97#/gal


